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POLYPROPYLENE CONTAINER 

Figure —1— 
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PROVIDE A POLYPROPYLENE CONTAINING 
CHEMICAL COMPOSITION HAVING A 
PREDETERMINED MELT FLOW INDEX 

i 

HEAT POLYPROPYLENE - CONTAINING 
CHEMICAL COMPOSITION 

i 



TRANSFER HEATED CHEMICAL 
COMPOSITION TO MOLD CAVITY 
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FORM PREFORM ARTICLE IN MOLD 



COOL AND REMOVE PREFORM ARTICLE FROM MOLD 



INJECTION STAGE OF PREFORM PRODUCTION 

Figure -2 A- 
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PREFORM ARTICLES LOADED INTO INJECTION 
STRETCH BLOW MOLDING MACHINE 



REHEAT PREFORM ARTICLE FROM AMBIENT 
TO ELEVATED TEMPERATURE 
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STRETCH BLOW MOLD PREFORM INTO A CONTAINER 

COOL CONTAINER 



REMOVE CONTAINER FROM MOLD 



STRETCH BLOW MOLDING PROCESS 

Figure -2B— 
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PRIOR ART 




PRIOR ART 



Figure -3- Figure -3A- 




Figure -3B- Figure —3C- 



CASE 5729 
5/9 




Figure —4— Figure —4A— 
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CONTAINER STRETCH BLOW MOLDING MACHINE 

Figure —6— 
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Figure —7— 
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